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2—4" 90" GALV.
ELBOWS FOR
180° RETURN ON
TOP W/ INSECT
SCREEN

4" METAL

6" PVC DRY HYDRANT
ADAPTER, KOCHEK MODEL
DHM 4511, 4.5” MALE NST

THREAD, W/ ALUMINUM
CAP, 90°

FINISHED GRADE

ELBOW

6" PVC
SUCTION

VENT PIPE DETAIL

12" MIN. ABOVE
FINISHED GRADE,
28" MAX. ABOVE
ROAD GUTTER

PRECAST CONCRETE ———
FIRE TANK, SIZE
AS NOTED OR AS
DIRECTED BY THE
FIRE CHIEF

N

SCALE: NTS

f— 46"

SUCTION PIPE—]

——2" GALVANIZED
PIPE RAIL
SUPPORT ———

FINISHED GRADE

SUCTION PIPE & SUPPORT RAIL

CONC. COLLAR

—_—

TYP.

DETAILS

10" DIA. HOLE AT
TANK EDGE FOR
SUCTION LINE W\

SCALE: NTS

LS 410 LINKSEAL
A il /
O ’
2 3'—0” DIA. rld
L HOLE FOR | 4
MAN WAY TYP.
VARIES ¢ _
VARIES
TANK DETAIL — PLAN VIEW
SCALE: NTS
6” PVC — 40 MANHOLE FRAME
SUCTION PIPE AND COVER PER

STANDARD PIPE
THREADED
INSERT CAST IN
PLACE FOR 4"
DIA. PIPE

TYPICAL TANK
SIZING INFORMATION*

# STRUCTURES
GALLONS SERVED
10,000 3 OR LESS
30,000 MORE THAN 3

* SUBJECT TO FIRE
CHIEF APPROVAL

TOWN STANDARDS

FINISHED
GRADE

CONCRETE BRICK W/
PORTLAND CEMENT
MORTAR

BITUMINOUS COATING
ON TANK EXTERIOR

NOTES:

1.

U

10.

THE TANK SHALL MEET OR EXCEED
AASHTO " STANDARD SPECIFICATIONS
FOR HIGHWAY BRIDGES” 1983 (HS20
LIVE LOAD).

CONCRETE SHALL HAVE A MINIMUM
COMPRESSIVE STRENGTH OF 5000 PSI
AT 28 DAYS.

STEEL REINFORCEMENT SHALL BE
DEFORMED GRADE CONFORMING TO
ASTM A615.

TANK DIMENSIONS VARY DEPENDING
ON LOCATION AND/OR REQUIRED
STORAGE CAPACITY.

TANK EXTERIOR SHALL BE COATED
WITH BITUMASTIC SEALANT.

ANY JOINTS SHALL BE AT THE TOP
OF THE TANK AND SHALL BE WATER
TIGHT.

TANK SHALL BE PROVIDED WITH A
VENT WITH A MINIMUM DIAMETER OF
4 INCHES.

VENT PIPE SHALL BE MADE OF RUST
RESISTANT METAL AND BE FITTED
WITH A 180° RETURN ON TOP.

ALL PIPES SHALL BE PAINTED WITH
RED RETROREFLECTIVE PAINT.

A PIPE RAIL SUPPORT SHALL BE
PROVIDED.

SCALE :

NONE

DRAWN BY: SR

ELEV. —§D
IR [
6" MIN. COVER — 1 it
3 MAX. COVER %4 ALUMINUM
e PIPE BRACKET
LS 410 LINKSEAL
) VARIES
6" PVC-40 %” BOLT WITH
— THREADED INSERT
CAST IN PLACE
TANK DETAIL — ELEVATION
SCALE: NTS

CHECKED BY: SMB
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